


   

HAWKER® EVOLUTION™ 
MOTIVE POWER BATTERIES 

PROVIDE A HIGH LEVEL OF 
POWER AND RELIABILITY 

FOR MANY INDUSTRIAL 
TRUCK APPLICATIONS



PzV cells Hawker® Evolution™, bolt-on connectors, dimensions to DIN/EN 60254-2, IEC 60254-2, GBT 7403.2, IS 5154.2, AS2402.2.1

Cell designation
Nominal 
capacity

Length Width Height (H)
Weight
+/-5% 

C5 Ah mm mm mm kg
2 PzV 84 84 47 198 305 6.9
3 PzV 126 126 65 198 305 9.7
4 PzV 168 168 83 198 305 12.4
5 PzV 210 210 101 198 305 15.3
6 PzV 252 252 119 198 305 18.1
7 PzV 294 294 137 198 305 20.9
8 PzV 336 336 155 198 305 23.7

2 PzV 120 120 47 198 370 8.9
3 PzV 180 180 65 198 370 12.6
4 PzV 240 240 83 198 370 16.3
5 PzV 300 300 101 198 370 20.0
6 PzV 360 360 119 198 370 23.7
7 PzV 420 420 137 198 370 27.4
8 PzV 480 480 155 198 370 31.1

2 PzV 150 150 47 198 435 10.5
3 PzV 225 225 65 198 435 14.9
4 PzV 300 300 83 198 435 19.3
5 PzV 375 375 101 198 435 23.7
6 PzV 450 450 119 198 435 28.1
7 PzV 525 525 137 198 435 32.5
8 PzV 600 600 155 198 435 36.9

2 PzV 174 174 47 198 505 12.5
3 PzV 261 261 65 198 505 18.0
4 PzV 348 348 83 198 505 23.2
5 PzV 435 435 101 198 505 28.5
6 PzV 522 522 119 198 505 33.8
7 PzV 609 609 137 198 505 39.0
8 PzV 696 696 155 198 505 44.4

2 PzV 190 190 47 198 541 13.6
3 PzV 285 285 65 198 541 19.4
4 PzV 380 380 83 198 541 25.2
5 PzV 475 475 101 198 541 31.0
6 PzV 570 570 119 198 541 36.9
7 PzV 665 665 137 198 541 42.6
8 PzV 760 760 155 198 541 48.5

2 PzV 220 220 47 198 600 15.1
3 PzV 330 330 65 198 600 21.6
4 PzV 440 440 83 198 600 27.9
5 PzV 550 550 101 198 600 34.3
6 PzV 660 660 119 198 600 40.8
7 PzV 770 770 137 198 600 47.1
8 PzV 880 880 155 198 600 53.6

2 PzV 250 250 47 198 715 19.8
3 PzV 375 375 65 198 715 27.6
4 PzV 500 500 83 198 715 35.6
5 PzV 625 625 101 198 715 43.8
6 PzV 750 750 119 198 715 51.9
7 PzV 875 875 137 198 715 60.0
8 PzV 1000 1000 155 198 715 68.1

2 PzV 280 280 47 198 750 20.3
3 PzV 420 420 65 198 750 28.6
4 PzV 560 560 83 198 750 36.9
5 PzV 700 700 101 198 750 45.2
6 PzV 840 840 119 198 750 53.7
7 PzV 980 980 137 198 750 62.1
8 PzV 1120 1120 155 198 750 70.4



LOW DUTY
Single shift with light operation
60% Depth of Discharge.
Electrolyte around 30 °C

NEXSYS

HAWKER PERFECT PLUS

IRONCLAD

HAWKER EVOLUTION

1. LOW DUTY 2. NORMAL DUTY 3. HEAVY DUTY

HAWKER PERFECT PLUS WITH ELECTROLYTE MIXING

Cell designation
Nominal 
capacity

Length Width Height (H)
Weight
+/-5% 

C5 Ah mm mm mm kg
2 PzVB 134 134 45 157.5 541 11.1
3 PzVB 201 201 61 157.5 541 15.2
4 PzVB 268 268 77 157.5 541 19.4
5 PzVB 335 335 93 157.5 541 23.6
6 PzVB 402 402 109 157.5 541 27.7
7 PzVB 469 469 125 157.5 541 32.0

2 PzVB 162 162 45 157.5 642 12.9
3 PzVB 243 243 61 157.5 642 17.9
4 PzVB 324 324 77 157.5 642 22.7
5 PzVB 405 405 93 157.5 642 27.6
6 PzVB 486 486 109 157.5 642 32.6
7 PzVB 567 567 125 157.5 642 37.6

Cell lid height (h) is overall height (H) minus 30mm
Terminals are F-M10 at 25Nm +/- 2

PzVB cells Hawker® Evolution™, bolt-on connectors, dimensions to IEC 60254-2, GBT 7403.2, IS 5154.2, AS2402.2.1

NORMAL DUTY
Single shift
80% Depth of Discharge.
Electrolyte around 30 °C

HEAVY DUTY
Single shift
Multi Shift  with / without battery change
Opportunity charging to augment usable 
capacity
80% Depth of Discharge.
Discharge current higher than 0.20 C5
Higher or Lower ambient temperatures






